SUBMITTAL

DAL2-DF 2" Stormproof Louver

w/ Duct Frame
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I_ STORMPROOF BLADES ON 45° DEFLECTION

Extruded storm proof blades designed to prevent water
penetration and maximize free area.

Heavy-duty aluminum extru

ded duct frame.

Bird screen included standard. Insect screen can be specified.

Mullions used for sizes over

36" in length.

Available on 1" increments as standard. Custom sizes
available down to 1/16" increments.
Available with durable powder coat finish.

AND 2" SPACING

| 4
|
| T u“““‘“““‘““i{
’ 7/16
45°
© ©
o [ o
| 2" |
L L
N N
n J— n
0 n
_ _
= 4
b’ €9
%V 0.225” GAP ]_
LIST SIZE — 5/16” \BOTTOM P 2 a‘ -
CORNERS GALVANIZED
i SEALED BIRD SCREEN
Minimum height is 6"
Blade spacing may vary
@ if height is not on 2" increment.

LIST SIZE — 5/16”

1. Specify the Length x Height Dimensions

3 DAY
SHIP

ANY SIZE. ANY MODEL.
-“GUARANTEED-

Additional Options
IS - Insect Screen

Inches MM X
2. Select a Finish 3.Select a Lead Time Project / Location:
W - White EB - Flat Black 3 Day Ship Architect:
S - Silver Special: Next Friday Engineer:
B-Brown Standard Delivery
. Contractor:
M- Mill

Phone: (519) 737-1199 Fax:(519) 737-1831

ver.01/22

Email: mail@dayus.com Web: www.dayus.com
5290 Pulleyblank St., RR#1 Windsor, Ontario N9G 0B8


mailto:mail@dayus.com
http://www.dayus.com
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